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ey N (FRUITLAND BLV S MEET LOCATION REQUIREMENTS OF MUTCD SEC. 4E.09 AND FIG.
E— —f— E— —_— B — 4E.23 AND THE NCHRP PUBLICATION,. “ACCESSIBLE PEDESTRIAN
% e SIGNALS: GUIDE TO BEST PRACTICE.” IF NOT MET. THE
< <& % < ~. —_ — - - CONTRACTOR IS TO STOP WORK ON PUSHBUTTON LOCATIONS UNTIL
- - - THE CONFLICT HAS BEEN RESOLVED. IF NEEDED, A DESIGN
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s PR B OFFICE OF TRAFFIC AND SAFETY.

3.PUSHBUTTON IS TO BE LOCATED SO THAT A PEDESTRIAN IN A

: e WHEELCHAIR LOCATED ON THE LEVEL LANDING AREA DOES NOT
A A ———EXOHE NORTH HAVE TO REACH MORE THAN 18 IN.
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CROSSWALK FOR WHICH THEY ARE INTENDED.
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CONSTRUCTION DETAILS

=1
A. REMOVE EXISTING PUSHBUTTON AND SIGN, AND INSTALL™
ACCESSIBLE PEDESTRIAN PUSHBUTTON AND SIGN R10-3(1)
“PUSH BUTTON TO CROSS FRUITLAND BLVD".

BY: guiliamc

B. REMOVE EXISTING PUSHBUTTON, PEDESTRIAN SIGNAL 17.ALL ACCESSIBLE PEDESTRIAN CONTROL EQUIPMENT SHALL BE
. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING
EEéBéU}%ﬁgNS1gglﬁJN#BBW;JNEESLEEéggggﬁiﬁLgIEEEESXEEIJAN ///i// MDSHA STANDARD TYPICALS FOR TRAFFIC CONTROL. DELIVERED TO THE SHA SIGNAL SHOP FOR TESTING AND
SIGN R10=3(13 “PUSH BUTTON 70 GROSS FRUITLAND /" 2. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND PROGRAMMING PRIOR TO INSTALLATION. ~CONTACT MR. EDWARD
BLVD” ON EXISTING SIGNAL POLE / UTILITIES PRIOR TO THE INSTALLATION OF PROPOSED SIGNAL EQUIPMENT. RODENHIZER AT 410-/87—7650 10 COURDINATE.
C. INSTALL OVERMEAD SIGN BN EXISTING MAST ARM IF ANY UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE 18'éE%DgR$EFé%D§®SE?LImggiiigﬁgégNS SHALL BE CONSTRUCTED
' ' PROJECT ENGINEER. :
2 CONSTRICT SIDEWA K RAMP Sia a0 M eas i5 With DETECTABLE 3. WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR 0D NOW1SEAS3/ 053
WARNING SUREAGE SHA STD. MD £85. 40 (SEE DETAIL ON GI SHEET) SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION AND CONDUIT BY HAND. SHA N
F. CONSTRUCT 5 IN. CONCRETE SIDEWALK (SEE DETAIL ON GI SHEET). 4. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET US 138@ MD 513
6. INSTALL DETECTABLE WASNING SURFACE oHA STD. MD 655.40. WIRING. THE CONTRACTOR SHALL B& RESPONSIBLE FOR ROUTING AND
H. REMOVE EXISTING PAVEMENT MARKINGS AND INSTALL 12 IN. WHITE . _$EEPESE¥R;é$g§IggAﬁtLRgégﬁéLAﬁéBbggéDSE oF ALL ABANDONED
PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR CROSSWALK. T e RAC DR 20 s or wan
J. REMOVE EXISTING PAVEMENT MARKINGS AND INSTALL 24 IN. WHITE :
PREFURMED THERMOPLASTIC PAVEMENT MARKINGS FOR STOPL INE 6. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE DEPARTMENT OF TRANSPORTATION
<. USE EXTSTING coNDUIT ' FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST STATE HIGHWAY ADMINISTRATION
M. USE EXISTING BASE MOUNTED CABINET CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01, MD TRAFFIC ENGINEERING DESIGN DIVISION
N. ADJUST EXISTING HANDHOLE TO GRADE. 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE US 13 BUSINESS (FRUITLAND BOULEVARD)
0. ABANDON EXISTING LOBP BETECTOR. GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
5 REMOVE EXISTING SIGNAL EQUIPMENT. REMOVE FOUNDATION 12 IN 7. THE CONTRACTOR SHALL INTEGRATE PROPOSED/EXISTING CONCRETE AT CEDAR LANEMD 513 (E.CEDAR LANE)
" BELOW GRADE AND BAGKFILL. ABANDON EXISTING CONDUIT. : FOUNDATIONS WITH NEW SIDEWALK RAMP WHERE NECESSARY. FRUITLAND, MARYLAND
Q. INSTALL A 10 FT. BREAKAWAY PEDESTAL POLE, WITH SPECIAL FOUNDATION 8. QE\LAD%%S%EELTSQE%E %E{gNéEoEgg%iM%ETTHE APPROVALS REVISIONS SIGNALIZATION PLAN SHEET
(SHA STD. MD 801.01-01), COUNTDOWN LED PEDESTRIAN SIGNAL., OMPLETION OF THE T e A G A0S RO 53
ACCESSIBLE PEDESTRIAN PUSHBUTTON, AND SIGN R10-3(1) “PUSH BUTTON g%gmﬁt ﬁgg{??glg?DHPDN COMPLE © | SCALE__1'=20'  ADVERTISED DATE AUGUST,1981  CONTRACT NO. _ Wi-599-501-185
TD CROSS FRUITLAND BLVD.” (NOTE: 1-3 IN. 90 DEGREE PVC BEND). - SHA # %0403 1/2009
9. THE CONTRACTOR SHALL VERIFY THE PROPGSED STV ; W% 45
R. INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED. POLE LOCATION(S) PRIOR TO INSTALLATION. F'IN&SZJSSLELC%%wEEGﬁRéESPBH%BSES;JgH pr——— DESIGNED BY NA COUNTY WICOMICO
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